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§ 160.001–5(f) of this part with each com-
partment of the buoyant pad insert 
covers slit so as not to entrap air. The 
period of submersion must be at least 
48 hours. 

(c) Buoyancy required. The buoyant 
pad inserts from Model 3 adult life pre-
servers shall provide not less than 25 
pounds buoyancy in fresh water, and 
the pads from Model 5 child life pre-
servers shall provide not less than 16.5 
pounds buoyancy. 

[CGD 95–028, 62 FR 51211, Sept. 30, 1997] 

§ 160.005–6 Marking. 
Each life preserver must have the fol-

lowing clearly marked in waterproof 
lettering on a front section: 

(a) In letters three-fourths inch or 
more in height: 

(1) Adult (for persons weighing over 
90 pounds); or 

(2) Child (for persons weighing less 
than 90 pounds). 

(b) In letters capable of being read at 
a distance of 2 feet: 

Type I—Personal Flotation Device. 
Inspected and tested in accordance with 

U.S. Coast Guard regulations. 
Fibrous glass buoyant material provides a 

minimum buoyant force of (25 lb. or 161⁄2 
lb.). 

Approved for use on all vessels by persons 
weighing (90 lb. or more, or less than 90 
lb). 

U.S. Coast Guard Approval No. 160.005/ (as-
signed manufacturer’s No.)/(Revision 
No.). (Model No.); 

(Name and address of manufacturer or dis-
tributor.). 

(Lot No.). 

[CGD 163R, 38 FR 8118, Mar. 28, 1973, as 
amended by CGD 75–008, 43 FR 9770, Mar. 9, 
1978] 

§ 160.005–7 Procedure for approval. 
General. Manufacturers seeking ap-

proval of a life preserver design shall 
follow the procedures of subpart 159.005 
of this chapter, as explained in 
§ 160.001–3 of this part. 

[CGD 95–028, 62 FR 51211, Sept. 30, 1997] 

Subpart 160.006—Life Preservers: 
Repairing 

SOURCE: 11 FR 187, Jan. 3, 1946; 11 FR 561, 
Jan. 12, 1946, unless otherwise noted. 

§ 160.006–2 Repairing. 
(a) General. No repairs, except in 

emergency, shall be made to an ap-
proved life preserver without advance 
notice to the Officer in Charge, Marine 
Inspection, of the district in which 
such repairs are to be made. Emer-
gency repairs shall be reported as soon 
as practicable to the Officer in Charge, 
Marine Inspection. 

(b) Kind of repairs. Except in emer-
gency, tapes or straps may not be re-
paired, but may be renewed, and small 
holes, tears, or rips in the envelope 
cover fabric may be repaired, at the 
discretion of the Officer in Charge, Ma-
rine Inspection. 

Subpart 160.010—Buoyant 
Apparatus for Merchant Vessels 

SOURCE: CGD 79–167, 47 FR 41372, Sept. 20, 
1982, unless otherwise noted. 

§ 160.010–1 Incorporation by reference. 
(a) Certain materials are incor-

porated by reference into this subpart 
with the approval of the Director of the 
Federal Register. The Office of the 
Federal Register publishes a table, 
‘‘Material Approved for Incorporation 
by Reference,’’ which appears in the 
Finding Aids section of this volume. In 
that table is found the date of the edi-
tion approved, citations to the par-
ticular sections of this part where the 
material is incorporated, addresses 
where the material is available, and 
the date of the approval by the Direc-
tor of the Federal Register. To enforce 
any edition other than the one listed in 
the table, notice of change must be 
published in the FEDERAL REGISTER 
and the material made available. All 
approved material is on file at the Of-
fice of the Federal Register, Wash-
ington, DC 20408, and at the U.S. Coast 
Guard, Lifesaving and Fire Safety Divi-
sion (G-MSE–4), Washington, DC 20593. 

(b) The materials approved for incor-
poration by reference in this subpart 
are: 

NATIONAL BUREAU OF STANDARDS (NBS) 
‘‘The Universal Color Language’’ and ‘‘The 

Color Names Dictionary’’ in Color: Uni-
versal Language and Dictionary of Names, 
National Bureau of Standards Special Pub-
lication 440. 
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